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2003 Hummer H2 


1. The 2003 H2 SUV/SUT is the second revision of GM’s large Hummer SUV. 
The truck has been drastically redesigned to fit more of a consumer 
application than previous models which had been designed primarily for 
military use. The truck uses standard GM 10-cut locks using the B102 
keyway and the S000A–S711K code series. There is no active immobilizer on 
any models. There are two easy ways to generate keys for these trucks, the 
first is to use the Determinator or EEZ Reader and determine cuts 3–9 from 
the door and then fill or progression cuts 1–2 for the ignition, or you can pick 
the ignition and remove, the code is stamped on the ignition cylinder. 


2. There is only one 


external lock on this vehicle, 
the driver’s side door lock. 
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3. To remove the lock 


you must pull the panel. 


4. Begin by removing the screw and the plastic trim piece around 
the inside handle pull. 
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5. You now have access to the two screws that 
hold the panel to the door frame. 


6. Remove the two screws. 


7. The panel can now be released by pulling 
outward. 
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8. With the panel removed you have access 


to the electrical connectors. 


9. Remove the connector for the light. 


10. Next, remove the driver’s door master switch 


by gently prying upward. 
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11. With the switch removed you can disconnect 
the plugs on the back. 


12. For the big plug use the plastic lever 


to release the connector. 


13. The panel can now be removed. 
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14. To get to the lock you will need to pull back 


the sound-proofing. 


15. You can now remove the rear nut 
that holds the handle on. 


16. The forward nut can be accessed through 


the hole in the door frame. 
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17. The nut is behind the window glass, 
but can be removed with a wrench. 


18. After removing the door lock linkage the 


handle can be pulled outward. 


19. You can now remove the U-clip 
that holds the lock in. 
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20. Now remove the lock. 


21. To disassemble the lock, begin by removing 
the face cap. 


22. Then remove the tailpiece. 
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23. The cylinder slides out 
the front of the lock. 


24. The lock contains 


tumbler positions 3–9 and 


they are stamped. 
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25. The ignition lock is the standard GM column 


mounted 10-cut MRD lock. They are fairly easy 


to pick and remove and the code is stamped 


on all original cylinders. 


26. Before you start, disconnect the battery or put 
the car in Reverse to prevent the starter from 
engaging. Begin by removing all the screws that 
hold the lower shroud to the column. 


27. Next remove the tilt-lever by pulling outward. 


Ignition Lock Removal 
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28. Now carefully separate the shroud. 


29. Remove the top of the shroud. 


30. The ignition lock is now exposed. 
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31. We will use the A-1 tools 


tension wire and pick keys to pick 


the ignition over. 


32. Insert the wire in the 
gap between the housing 
and side-bar. 
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33. Now rake the tumblers 
with the pick key while 
putting slight tension on 
the wire. You will need to 
put slight turning pressure 
on the pick key while 
raking. When the lock 
picks, you will feel it move 
forward a little bit. 


34. With the lock picked 


you will then need to 


insert a key cut to all #4’s 


to turn the lock. This will 
get the key buzzer out of 


the way so the lock can 


be removed. 
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36. The cylinder can now 
be removed. 


35. With the key in the 


“START” position insert a 
pick into the retainer hole 


to depress the retainer. 
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37. The code “S2270” is 
stamped on the cylinder. 


That’s it—there are no 


other locks on the vehicle! 
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